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Anti-Mold Kit 
Type no.: AMK-WB-24-2-70 

 

Product data: 

Input/output voltage:  230 V AC / 24 V DC 

Frequency:  50 Hz 

Power consumption:  168 W 

Wallbox IPC rating:  IP20 

Preset heating temperature:  18 °C 

Package dimensions:  559 x 335 x 75 mm 

Total gross weight:  3.77 kg 

SAP item number: 104134 

EAN code: 4260637830012 

Annual power consumption*:  approx. 50 - 200 kWh/a 

*Consumption varies subject to the residual moisture content of the substrate. 

 

Heating fabric: 

Product name:  V4heat HG 45 

Fabric type:  SD.4430G 

IPC rating:  IPX1 

Mesh width:   4.0 x 2.5 mm 

Length:  2 x 2500 mm  

Width:  525 mm ± 5 mm 

Heated width:  480 mm ± 5 mm 

Thickness:  < 1.0 mm 

Sheet resistance:  39.06 – 47.40 Ω/sq 

Component resistance:  7.5 – 9.1 Ω 

Power consumption per drop:  70 W 

 

 
We reserve the right to make alterations in line with technical progress. 

Apply to straight, flat surfaces only. Do not bend or crease, e.g. corner installation. 
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